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DUIYA small energy storage system applied
to general building elevator UPS
(uninterruptible power system), replace
the traditional diesel generators, excessive
volume, not environmentally friendly, air
pollution and noise. System can be used

as a peak load shifting model or UPS

%5 Advantage

© RBUASH/FE SHNUFEES . © B/ . BESHBERN/ 10K/ - BRFIHZEMH
AEBFARKR Small size, 1/10 size of diesel generator,
In response to sudden power outages efficient use of space.
by Taiwan Power Company, the elevators
will continue to operate and no trapped © TEEBEMHEFR
personnel. A standalone power supply.

ZERENRFREMBART © EREFEHRE  AERULEHEFRL
Provide storage for multiple With remote monitoring of power usage,
power sources. passengers can take the elevator safely.
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DIJIYA Energy Saving Technology Co., Lid.
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E Cell BRESEM Single Cell 3.2V55AH 21648 2P64S
— [f8BESE Energy Capacity 20KWh +3%
=t fEEEIZE BB Nominal Voltage 204.8V
Battery Pack
IZ¥EFRESER Charge Current 20A
T{EEEEE Operation Voltage Range | 192 ~233.6V
O WmAEBE AC Input O ®IHER Current : 10A

\oltage Range 187 ~ 253Vac @ IS Output Power : 3KW

R E R EAIE Nominal Voltage : 220Vac
Charger O HHEE DC Output FREME Charging Efficiency >=93%
Voltage Range 190 ~300Vdc © T{ERE#E Operating Temperature : -10~40°C
EAIE Nominal Voltage : 220Vdc
O BEREAZEEERE DC Input Nominal Voltage 210Vdc
EEEE Voltage Range 180 ~300Vdc
O /@t AC Output
EEKEUJX Nominal Power 20KW
3 48 o2 ZBTEEE Nominal Voltage 220Vac
Inverter *EL/_ E*ﬁ@l‘f& 304W
WHER S48 Current 52A
$EE Frequency 60Hz
O PR IP Grade IP20
O IT{EREEE Operating Temperature -25~45°C
O BB —RE{RINFEEAGERET  Very Low Power Consumption
O 32T 3EHER MCU 32 Bits MCU + FPU
©4.307RGB LCD (800x480) f@iz&#s 4.3”7 RGB LCD (800x480) Touch Panel
OWIF| TDHEERMHE Wi-Fi
HEEEERM o
(EMS) O BWAER12V Input 12V Power
O 4GB SDEEiE+ 4GB SD Memory Card
O ERIEMEEFE (OV) ~ B UV) ~ 87 (OC) ~ B8R (OT) ~ TIFREE » SOCKEERES
Battery Cell OV ~ UV ~ OC ~ OT Protection ~ Statement of Work ~ SOC -
Error Message and Alarm.
O IfFEREIE : 12~30V Operation Voltage : 12 ~30V
O EsthizzBIREN : 8~ 1658 Battery Measure : 8 ~16S
O RERSAIZS : 885 Temperature Detection Point : 8
O EENEREAIFEE : 0~4.5V > BEFRZ+2mV Cell Voltage Range : 0~4.5V,
EHMEERR measurement offset + 2mV
(BMS)

O EBZNLEEFBIBEH : <0.5mS Voltage Detection Period : < 0.5mS

O BMHBREIRESE : -40~120°C » EHRERL1°C
Cell Temperature Range : -40~120°C,measurement resolution £1°C

O BEXEHEHR : <10mS Temperature Detection Period : <10mS
O @AFE Communication Interface : CAN Bus 2.0A &H&EE Baud Rate 125K bps °
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